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Certified Mail No. 7011 3500 0000 3106 4379
Mr. Michael F. McNair

Regulatory Branch Chief

U.S. Army Corps of Engineers, Vicksburg District
4155 Clay Street

Vicksburg, Mississippi 39183-3435

Dear Mr. McNair:

Re: U.S. Army Corps of Engineers
Nationwide Permit No. 31
COE No. MVK-2012-196
WQC No. WQC2012040

Pursuant to Section 401 of the Federal Water Pollution Control Act (33 U. S. C. 1251, 1341), the
Office of Pollution Control (OPC) issues this Certification, after public notice and opportunity
for public hearing, to the U.S. Army Corps of Engineers, an applicant for a Federal License or
permit to conduct the following activity:

U.S. Army Corps of Engineers, Nationwide Permit No. 31, Maintenance of
Existing Flood Control Facilities: Nationwide Permits are general permits issued
on a nationwide basis to streamline the authorization of activities that result in
minimal individual and cumulative adverse effects on the aquatic environment.
The U.S. Army Corps of Engineers issues nationwide permits to authorize certain
activities that require Department of the Army permits under Section 404 of the
Clean Water Act and/or section 10 of the Rivers and Harbors Act of 1899,

Nationwide Permit No. 31 — Maintenance of Existing Flood Control Facilities
authorizes discharges of dredged or fill material resulting from activities
associated with the maintenance of existing flood control facilities, including
debris basins, retention/ detention basins, levees, and channels that: (i) Were
previously authorized by the Corps by individual permit, general permit, or 33
CFR 330.3, or did not require a permit at the time they were constructed, or (ii)
were constructed by the Corps and transferred to a non- Federal sponsor for
operation and maintenance. Activities authorized by this NWP are limited to those
resulting from maintenance activities that are conducted within the ‘“maintenance
baseline,”” as described in the definition below. Discharges of dredged or fill
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materials associated with maintenance activities in flood control facilities in any
watercourse that have previously been determined to be within the maintenance
baseline are authorized under this NWP. To the extent that a Corps permit is
required, this NWP authorizes the removal of vegetation from levees associated
with the flood control project. This NWP does not authorize the removal of
sediment and associated vegetation from natural water courses except when these
activities have been included in the maintenance baseline. All dredged materal
must be placed in an area that has no waters of the United States or a separately
authorized disposal site in waters of the United States, and proper siltation
controls must be used.

Maintenance Baseline: The maintenance baseline is a description of the physical
characteristics (e.g., depth, width, length, location, configuration, or design flood
capacity, etc.) of a flood control project within which maintenance activities are
normally authorized by NWP 31, subject to any case-specific conditions required
by the district engineer. The district engineer will approve the maintenance
baseline based on the approved or constructed capacity of the flood control
facility, whichever 1s smaller, including any areas where there are no constructed
channels but which are part of the facility. The prospective permittee will provide
documentation of the physical characteristics of the flood control facility (which
will normally consist of as-built or approved drawings) and documentation of the
approved and constructed design capacities of the flood control facility. If no
evidence of the constructed capacity exists, the approved capacity will be used.
The documentation will also include best management practices to ensure that the
impacts to the aquatic environment are minimal, especially in maintenance areas
where there are no constructed channels. (The Corps may request maintenance
records in areas where there has not been recent maintenance.) Revocation or
modification of the final determination of the maintenance baseline can only be
done in accordance with 33 CFR 330.5. Except in emergencies as described
below, this NWP cannot be used until the district engineer approves the
maintenance baseline and determines the need for mitigation and any regional or
activity specific conditions. Once determined, the maintenance baseline will
remain valid for any subsequent reissuance of this NWP. This NWP does not
authorize maintenance of a flood control facility that has been abandoned. A flood
control facility will be considered abandoned if it has operated at a significantly
reduced capacity without needed maintenance being accomplished in a timely
manner.

Mitigation: The district engineer will determine any required mitigation one time
only for impacts associated with maintenance work at the same time that the
maintenance baseline is approved. Such one-time mitigation will be required
when necessary to ensure that adverse environmental impacts are no more than
minimal, both individually and cumulatively. Such mitigation will only be
required once for any specific reach of a flood control project. However, if one-
time mitigation is required for impacts associated with maintenance activities, the
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district engineer will not delay needed maintenance, provided the district engineer
and the permittee establish a schedule for identification, approval, development,
construction and completion of any such required mitigation. Once the one-time
mitigation described above has been completed, or a determination made that
mitigation is not required, no further mitigation will be required for maintenance
activities within the maintenance baseline. In determining appropriate mitigation,
the district engineer will give special consideration to natural water courses that
have been included in the maintenance baseline and require compensatory
mitigation and/or best management practices as appropriate.

Emergency Situations: In emergency situations, this NWP may be used to
authorize maintenance activities in flood control facilities for which no
maintenance baseline has been approved. Emergency situations are those which
would result in an unacceptable hazard to life, a significant loss of property, or an
immediate, unforeseen, and significant economic hardship if action is not taken
before a maintenance baseline can be approved. In such situations, the
determination of mitigation requirements, if any, may be deferred until the
emergency has been resolved. Once the emergency has ended, a maintenance
baseline must be established expeditiously, and mitigation, including mitigation
for maintenance conducted during the emergency, must be required as
appropriate.

Notification: The permittee must submit a pre-construction notification to the
district engineer before any maintenance work 1s conducted (see general condition
31). The preconstruction notification may be for activity-specific maintenance or
for maintenance of the entire flood control facility by submitting a five-year (or
less) maintenance plan. The preconstruction notification must include a
description of the maintenance baseline and the dredged material disposal site
[MVK-2012-196, WQC2012040].

The Office of Pollution Control certifies that the above-described activity will be in compliance
with the applicable provisions of Sections 301, 302, 303, 306, and 307 of the Federal Water
Pollution Control Act and Section 49-17-29 of the Mississippi Code of 1972, if the applicant
complies with the following conditions:

1. The permittee shall obtain appropriate wastewater permits and/or approvals for
the proposed activity prior to the commencement of construction activities.

2. Maintenance work shall not exceed the limitation or contours previously
authorized by a Department of the Army Pernt.

3. For projects greater than five acres of total ground disturbances including
clearing, grading, excavating or other construction activities, the applicant shall
obtain the necessary coverage under the State of Mississippi’s Large Construction
Storm Water General NPDES Permit. For projects greater than one to less than
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five acres of total ground disturbances including clearing, grading, excavating or
other construction activities, the applicant shall follow the conditions and
limitations of the State of Mississippi’s Small Construction Storm Water General
NPDES Permit. No construction activities shall begin until the necessary
approvals and/or permits have been obtained.

4. No sewage, oil, refuse, or other pollutants shall be discharged into the
watercourse.

5. The turbidity outside the limits of a 750-foot mixing zone shall not exceed the
ambient turbidity by more than 50 Nephelometric Turbidity Units.

The Office of Pollution Control also certifies that there are no limitations under Section 302 nor
standards under Sections 306 and 307 of the Federal Water Pollution Control Act which are
applicable to the applicant's above-described activity.

This certification i1s valid for the project as proposed. Any deviations without proper

modifications and/or approvals may result in a violation of the 401 Water Quality Certification.

If we can be of further assistance, please contact us.
Sihiofrely,
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ce: U.S. Army Corps of Engineers, Mobite-District
Attn: Mr. Craig Litteken, Regulatory Branch Chief
U.S. Army Corps of Engineers, Memphis District
Attn: Mr. Tim H. Flinn, Acting Regulatory Branch Chief
U.S. Army Corps of Engineers, Nashville District
Attn: Mr. Brad Bishop, Western Regulatory Section Chief
Mr. Jan Boyd, Department of Marine Resources
Ms. Kathy Lunceford, U.S. Fish and Wildlife Service
Mr. William Cox, Environmental Protection Agency
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